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Jam nut receptacle - Straight backshell

RJFTV series receptacles and plugs with EMI backshells provide a 
solution with 360° shielding: same protection than the one proposed 
by standard MIL-DTL-38999 series III connectors. 
With those solutions we recommend using our reinforced and double 
shielded Cat5E, Cat6, or Ca6A cable.

see pages 41-42-43

RJF TV
Receptacles & plugs with 360° EMI backshells

Panel Drilling

Panel drilling

  Receptacle body

Rj45 receptacle

 Backshell body

  Heat shrink sleeve

  Band

   2 metallized inserts

Part 
number

Plating P/N

Nickel - ROHS compliant Kit38082NI

Olive drab cadmium Kit38082

Green zinc cobalt - ROHS compliant Kit38082ZC

Black zinc cobalt - ROHS compliant Kit38082BZC

Part 
number

Plating P/N

Nickel - ROHS compliant Kit40791NI

Olive drab cadmium Kit40791

Green zinc cobalt - ROHS compliant Kit40791ZC

Black zinc cobalt - ROHS compliant Kit40791BZC

Part 
number

Plating P/N

Nickel - ROHS compliant Kit38204NI

Olive drab cadmium Kit38204

Green zinc cobalt - ROHS compliant Kit38204ZC

Black zinc cobalt - ROHS compliant Kit38204BZC

Part 
number

Plating P/N

Nickel - ROHS compliant Kit40771NI

Olive drab cadmium Kit40771

Green zinc cobalt - ROHS compliant Kit40771ZC

Black zinc cobalt - ROHS compliant Kit40771BZC

Square flange receptacle - Straight backshell Square flange receptacle - Right angle backshell

Jam nut receptacle -  Right angle backshell

  Panel gasket for square flange receptacle 
(thickness: 0,8 mm [.031]) 

P/n: JE19

Kit38082 and Kit40791 include:
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